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Compatible with

8 - 14
9 - 14
18 - 21
34
56 - 57
68
76 - 77
78 - 84
114
115

KEL-U Cable entry frames
KEL-ER Cable entry frames
KEL Cable entry frames
KEL 183 Cable entry frames
KEL-QUICK Cable entry frames 
KEL-BES Brush frames
KEL-DPU Cable entry plates
KEL-DPZ Cable entry plates
PFSZ|SKL / PFSZ-M|MSKL Shield clamps
PFS|SKL Shield clamps

Advantages & benei ts

Sheet steel, galvanically zinc platedMaterial

Specii cations

 ▀ Supports a wide range of cable and wire sizes
 ▀ Large surface contact of the cable shield
 ▀ Permanent spring pressure on the cable shield
 ▀ Fast and easy assembly

The EMC bracket combined with the matching 
PFS|SKL EMC shield clamp is perfect in conjunction 
with the KEL cable entry frame for alleviating inter-
ferences due to shields.

The EMC clamp is assembled inside the control
panel. For this process the i xing screws for the 
assembly of the KEL frame on the panel are used. A 
female screw thread M5 is already integrated in the 
KEL-EMC-PF(M) bracket.

Depending on the cable diameter, the correspond-
ing PFS|SKL EMC shield clamp can be snapped onto 
the EMC bracket.

KEL-EMC-PF

Cable assembly, bracket version

Product description

  L1
  L2

KEL-EMC-PFM

KEL-EMC-PF

Type Fits with Order No. Length L1 Length L2 PU

KEL-EMC-PFM 10

KEL(-U) 10|x

KEL-QUICK 10|x

KEL-ER 10|x

39184 93 mm 83 mm 1

KEL-EMC-PFM 16

KEL(-U) 16|x

KEL-QUICK 16|x

KEL-ER 16|x

39183 113 mm 103 mm 1

KEL-EMC-PFM 24

KEL(-U) 24|x

KEL-QUICK 24|x

KEL-ER 24|x

KEL-DPZ 24|x

39181 140 mm 130 mm 1

KEL-EMC-PF B4

KEL-(ER-)E2

KEL-QUICK-E2

KEL-(U-)B

KEL-QUICK-B

KEL-ER-B

39150 68 mm 58 mm 1

KEL-EMC-PF 10

KEL-(ER-)E3

KEL-QUICK-E3

KEL(-U) 10|x

KEL-QUICK 10|x

KEL-ER 10|x

39160 93 mm 83 mm 1

KEL-EMC-PF 16

KEL-(ER-)E4

KEL-QUICK-E4

KEL(-U) 16|x

KEL-QUICK 16|x

KEL-ER 16|x

39170 113 mm 103 mm 1

KEL-EMC-PF 24

KEL-(ER-)E5

KEL-QUICK-E5

KEL(-U) 24|x

KEL-QUICK 24|x

KEL-ER 24|x

KEL-DPZ 24|x

KEL-DPZ-E

39180 140 mm 130 mm 1

KEL-EMC-PF 183
KEL 183

KEL 183-E
39190 200 mm 95 / 190 mm 1


